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The proposed work includes shoulder widening using cut and/or fill methods, retaining walls, special detail rail element walls Midwest
Guardrail System (MGS), rumble strips, and thermoplastic markings. The shoulders are to be widened between four to six feet. This
proposed shoulder widening involves the use of cut and fills methods, retaining walls, and special detail walls. Three special detail rail
element walls are proposed ranging in length from 250 feet to 550 feet to accommodate the shoulder widening. Mechanically
Stabilized Earth (MSE) walls will be constructed to widen shoulders at two locations. Rock excavation will also be performed to widen
shoulders at one location and cable net drapery will be installed to control rockfall. All existing metal beam guardrail (MBGR) will be
replaced with the Midwest Guardrail System (MGS). Installation of MGS is expected to reduce the severity of collisions. Several
drainage inlets will be replaced with a Type G-1 inlet. Four culverts will be replaced, one of which will require a temporary access road
during construction. Wet night visibility thermoplastic striping will be installed on the EB and WB edge of the traveled way (ETW)
throughout the project limits. Sinusoidal rumble strip will be constructed along the centerline and along the shoulders at locations where
there are at least 5 feet of shoulder. High friction surface treatment (MFST) will be applied to the pavement at two locations, PM 34.76~
34.90, and PM 35.09-35.20. Some tree removal may be required. All work will be within the existing State right of way.

PERMITS: The following permits will be required: Section 404 from the United States Army Corps of Engineers (USACE), Section 401
Certification from the North Coast Regional Water Quality Control Board (NCRWQCB) and a Lake and Streambed Alteration
Agreement (LSAA) from the California Department of Fish and Wildlife (CDFW). The Programmatic. Letter of Concurrence (PLOC) will
be used for Section 7 consultation with USFWS to address potential impacts to northern spotted owl.

Air, water quality, noise, hazardous waste, visual, biological and cultural studies have been completed.

The following measures will be included as a part of the project:

* A Preliminary Site Investigation will be required to determine the actual distribution and concentration of Naturally Occurring
Asbestos (NOA) and Aerially Deposited Lead (ADL) present at the project site.

¢ Include SSP 7-1.02K(8)(j)(iii) EARTH MATERIALS CONTAINING LEAD and a Lead Compliance Plan contract item.

¢  Use NSSP 14-11.10 because the project involves disturbance of soil containing NOA and require an Asbestos Compliance
Plan and Dust Control Plan as contract items.

* Include Standard Special Provision (SSP) 14-11.14 to address Treated Wood Waste (TWW) generated on the project.

¢ The project is required to provide stormwater treatment to offset the increase in new impervious surface from roadway
widening. Treatment methods may include directing stormwater runoff from pavement areas to pervious surfaces (e.g.
biostrips, bioswales), infiltration trenches, or infiltration basins.

* A contractor-supplied biclogist will be required to complete pre-construction surveys and biological monitoring during
construction.

+  No construction activities generating noise levels above 90 decibels (dB) or 20 dB above ambient {excluding backup alarms)
would occur between February 1 and July 31 to avoid potential impacts to northern spotted owl (NSO). Noise restrictions will
be lifted between August 1 and January 31.

*  Prior to any dewatering, the contractor will be required to submit a Construction Site Dewatering and Diversion Plan to
Caltrans for approval.

*  Vegetation and tree removal would be restricted to the period between September 16 and January 31 (outside of the bird
breeding season). If vegetation removal is required between February 1 and September 15, a nesting bird survey would be
conducted by a qualified biclogist at least one week before disturbance.
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